
 
 

 
 

 磁通门原理

 卓越的线性度: 1 to 3ppm
 超级稳定: offset vs. time <1ppm/year
 “ppm 级” 精度
 电流或电压信号输出可选

 扁平型高带宽

 功率测量仪推荐用电流传感器 
 非常适合MRI, 粒子加速器行业

 超宽的温度使用范围

-40ºC to +85ºC  

 非常适合在新能源行业包括电动汽车领域 
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 可以为4 (or 6) 个传感器同时供电，型号从 50 to 2000 A 

 

■ 产品一览 

ACCURATELY MEASURE DC / AC CURRENTS BETWEEN mA AND FULL SCALE; 

DSSIU-4-1U (4通道) 

DSSIU-6-1U (6通道, I outputs, 线圈校准通道) 

DSSIU-6-1U (6通道, V outputs or mixed V and I outputs, 线圈校准通道) 

DSUB2/5/10 (m) Cable 

 输出电压: ± 15V (per channel)
 输入电压: AC 100V to 240V, 47Hz to 63Hz
 尺寸: 19" rack, 1U in height
 DSSIU-4, DSSIU-6接口

− D-SUB 9 pins 和传感器连接
− 2 x 4mm-banana 做为信号输出

 DSSIU-6接口
− 2 x 4mm-banana 校准线圈用(cal. current)
− 选件: 1V or 10V 电压输出模块 VOM
− Mini Amphenol XLR型电压接头 

■ 4  (6)通道供电电源，附件 

notes:  1) percentage or ppm values are in respect to nominal DC currents or voltages   2) Data subject to changes without prior notice. Please refer to individual datasheet for more details 

从mA级信号至满量程下的DC/AC高精度测量



 

 工厂定制安装的电压输出模块 (VOM) 1V and 10V, 配合电源DSSIU-6-1U使用 

3) Please contact us for OEM or any specific requirements 

DESIGNED FOR MAGNET POWER SUPPLIES, ELECTRIC / HYBRID CAR, R&D LABS. 
ETC.

XLRm/Banana 电流线 (2m) 

VOM 400mA/1V 

VOM 400mA/10V 

VOM 1.333A/1V 

VOM 1.333A/10V 

DSSIU-6 后面板 

DSUB connector pin脚定义 

XLRm/Banana 电压线(2m) 

专为加速器磁铁电源，电动/混动汽车，研发实验室设计的磁通门电流传感器
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(※):  21-pin DSUB programming connector is for DQ640 programmable model / BNC connector is for voltage output model 
unit： mm – general tolerance: ±0.3mm unless otherwise stated 
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6.3 x 0.8mm fastons x 4 
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